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GreenX Waterpower 275

PVC suction and pressure hose with spring steel spiral and highly tear-resistant cross fabric made of polyester yarn for up to 14 bar
working pressure. For pumping water, sewage, faeces, non-corrosive liquids and many chemical substances.

Highly flexible, resistant to cold, weather, ozone and aging.

Applications: Commercial, garden, gala construction, parks, hobby

Imprint
with imprint

Durability
refer to Soft PVC

Colour
Black with one green strap

Yarn
Polyester fabric

Food approval
No

REACH
conformity to 1907/2006/EC

RoHS
conformity to RoHs

Spiral
Spiral out of Steel

Inside Colour
weiß

Material
NBR-rubber/PVC compound
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important advices
For proper use of our products please note
Interesting facts about hoses
All technical Data are according to ISO-Standard and at 20 °C ambient and medium
temperature, technical changes reserved.

GreenX Waterpower 275

Nr. Inside Diameter
in mm

Outside Diameter
in mm Wall Thickness Bending

Radius
Working
Pressure bar

Bursting
Pressure bar

Vacuum
mmH2O Length in m Weight per

Piece

275 019 0300 20 30 5 55 16 40 0,88 30 16,3

275 025 0300 25 35 5 70 16 40 30 20,4

275 032 0300 32 42 5 80 16 40 0,88 30 24

275 038 0300 38 51 6,5 125 14 35 30 36

275 050 0300 50 64 7 150 12 30 0,88 30 48

https://www.apd-schlauchtechnik.de/en/service/interesting-facts-about-hoses/

