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Smoothflex 542

Durability
refer to Polyesterurethane

Colour
transparent/grey spiral

Food approval
No

REACH
conformity to 1907/2006/EC

RoHS
Conformity to Guideline 2015/863 (RoHs 3)

Spiral
PVC SPIRALE

Material
PU
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important advices
For proper use of our products please note
Interesting facts about hoses
All technical Data are according to ISO-Standard and at 20 °C ambient and medium
temperature, technical changes reserved.

Smoothflex 542
Nr. Inside Diameter in mm Outside Diameter in mm Wall Thickness Bending Radius Vacuum mmH2O Length in m

542 020 0200 20 27 0,3 20 0,39 20

542 025 0200 25 32 0,3 25 0,39 20

542 030 0200 30 37 0,3 30 0,29 20

542 032 0200 32 39 0,3 32 0,29 20

542 035 0200 35 42 0,3 35 0,29 20

542 038 0200 38 45 0,3 38 0,29 20

542 040 0200 40 47 0,3 40 0,29 20

542 051 0200 51 57 0,3 51 0,29 20

542 060 0200 60 68 0,3 60 0,29 20

542 063 0200 63 71 0,35 63 0,29 20

542 070 0200 70 78,4 0,55 70 0,29 20

542 076 0200 76 85 0,35 76 0,29 20

542 080 0200 80 89 0,35 80 0,29 20

542 090 0200 90 100 0,4 90 0,29 20

542 102 0200 102 112 0,45 102 0,29 20

542 110 0200 110 120 0,45 110 0,29 20

542 120 0200 120 130 0,45 120 0,29 20

542 125 0200 125 135 0,45 125 0,29 20

542 130 0200 130 142 0,45 130 0,2 20

542 150 0200 150 161 0,5 150 0,2 20

542 180 0100 180 191 0,5 180 0,2 10

542 200 0100 200 212 0,5 200 0,2 10

542 250 0100 250 265 0,6 250 0,2 10

542 300 0100 300 315 0,65 300 0,1 10

https://www.apd-schlauchtechnik.de/en/service/interesting-facts-about-hoses/

